PLAN - GUARD RAIL TERMINAL (TYPE 1)

ELEVATION - GUARD RAIL TERMINAL (TYPE 1)

NOTE: SECTIONS 1 & 2 OF GUARD RAIL TERMINAL MAY BE BOLTED TO ANGLE AT TERMINAL ANCHOR AND THE TWO ASSEMBLIES POSITIONED TO PROPER ALIGNMENT PRIOR TO PLACING CONCRETE AROUND W200X26 POST IF CONTRACTOR SO DESIRES.

SECTION 1

ATTACH TERMINAL ANCHOR POST USING THESE 4 HOLES

SECTION 2

LAP AS SHOWN ON STD. DRWG. GR-9(M)

DETAIL OF TERMINAL ANCHOR CONNECTION

NOTE: RAIL MEMBERS MAY BE BOLTED TO ANGLE AT TERMINAL ANCHOR AND THE TWO ASSEMBLIES POSITIONED TO PROPER ALIGNMENT PRIOR TO PLACING CONCRETE AROUND W200X26 POST IF CONTRACTOR SO DESIRES.

NOTE: GALVANIZE UPPER 381mm OF ANCHOR POST AND ANCHOR ASSEMBLY W200X26

NOTE: RAISED HEIGHT OF GUARD RAIL 26mm