GALVANIZED U-CHANNEL
1'-6" LONG, 2 LBS. PER FT.
DELINEATOR POST
3/8" D. HOLES 1" O.C.
POST PRE-PUNCHED WITH

MAIN LANES

GUARD CABLE
ONE-WAY
FRTG. ROAD

GUARD CABLE
FRTG. ROAD

MAIN LANES

DELINEATOR PLACEMENT
APPROX. 300' APART.
ATTACHED TO LINE POST
DELINEATOR POST TO BE
ANCHOR ASSEMBLY

TYPE 1 DELINEATOR (Y)

GUARD CABLE

TYPE 2 DELINEATOR
(TWO-WAY)
(W)

DELINEATOR POST DETAIL
NOTE: IN LIEU OF THE U-CHANNEL DELINEATOR POST THE
CONTRACTOR SHALL HAVE THE OPTION OF EXTENDING
THE GUARD CABLE LINE POST 1'-0" TALLER WHERE
DELINEATOR POSTS ARE REQUIRED.

FOR WOOD POSTS, DELINEATORS MAY BE MOUNTED
ON THE ANCHOR POSTS AT SPECIFIED INTERVALS.

ANCHOR POSTS
6'-0" ANCHOR POSTS
5'-0" LINE POSTS
5'-0" ANCHOR POSTS

SPLICE DETAIL
ONLY ONE SPLICE PERMITTED BETWEEN ANCHORS, LOCATED:
BETWEEN LINE POSTS ONLY. SPLICES WILL NOT BE PERMITTED:
GUARD CABLE GREATER THAN 300 FEET IN LENGTH Requires AN
INTERMEDIATE ANCHOR AS SHOWN.

ANCHOR ROD ASSEMBLY
3 CLIPS REQUIRED

CABLE END

POST DETAILS
NOTE POST MAY BE WOOD OR STEEL. IN GENERAL, ONLY THE MATERIAL WILL BE
ALLOWED WITHIN A SINGLE PROJECT, MOUNTED WITH APPROVAL OF THE ENGINEER.
ALL POSTS ARE OF THE SAME TYPE WITHIN THOSE LIMITS, ONLY ONE TYPE POST
MAY BE USED WITHIN A SINGLE ASSEMBLY.