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C. OTHER SPECIAL
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(4) PLACE CODE
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(12) BASE HIGHWAY NETWORK
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(7) FACILITY CARRIED

(9) LOCATION

Cousart Bayou
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(66) INVENTORY RATING

(70) BRIDGE POSTING

(41) STRUCTURE OPEN/POSTED/CLOSED
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(67) STRUCTURAL EVALUATION
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(71) WATERWAY ADEQUACY
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36A) BRIDGE RAILINGS:
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CLASSIFICATION
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(100) STRAHNET HIGHWAY DESIGNATION

(101) PARALLEL STRUCTURE DESIGNATION

(102) DIRECTION OF TRAFFIC

(103) TEMP STRUCTURE
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(110) DESIGNATED NATIONAL NETWORK

(20) TOLL

(21) MAINTENANCE RESPONSIBILITY

(22) OWNER
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NAVIGATION DATA

(38) NAVIGATION CONTROL

(111) PIER OR ABUTMENT PROTECTION
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(16) LATITUDE

(99) BORDER BRIDGE STRUCT
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STRUCTURE TYPE AND MATERIAL

(43) STRUCTURE TYPE, MAIN
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(45) NUMBER OF SPANS IN MAIN (46) NUMBER OF APPROACH

(108A) WEARING SURFACE

(108C) DECK PROTECTION
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(34) SKEW (DEG.)

82.7
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N
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0
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0
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Environment
Total

Quantity
Condition

State 1
Condition

State 2
Condition

State 3
Condition

State 4
Units

12 - Reinforced Concrete Deck 1- Ben. 7608 7132 476 0 0

Deck: 79.9' wide x 92' long.
Few hairline- to minor-sized longitudinal cracks, especially in outside
lanes - over girders.
Some transverse efflorescence on soffit adjacent to construction joint
along centerline of bridge with cracks on deck.

sq. ft.

1120 - Efflorescence/Rust Staining 200 200

1130 - Cracking (RC and Other) 276 276

107 - Steel Open Girder/Beam 1- Ben. 990 990

Girders: 11 per span / 90' total span.
Coating: 9.0 square feet per linear feet of girder.
All girders are brown with a granular texture.

ft.

515 - Steel Protective Coating 8910 8910sq. ft.

215 - Reinforced Concrete Abutment 1- Ben. 166 166

Abutments: 83' each / Bents 1 & 2.
Some scattered hairline- to minor-sized cracking beginning to show on
top of backwalls (on roadway side of road-irons).

ft.

302 - Compression Joint Seal 1- Ben. 160 130 30 0 0

Joints: 80' each / Bents 1 & 2.
Early signs of minor deterioration to joint seals.
Bent 1. Minor damage in left lanes

ft.

2320 - Seal Adhesion 20 20

2330 - Seal Damage 10 10

310 - Elastomeric Bearing 1- Ben. 22 22

Bearings: 11 per bent / Bents 1 & 2.

each

321 - Reinforced Concrete Approach Slab 1- Ben. 6080 5975 0 105 0

Approach slabs: 3,040 square each / Bents 1 & 2.
Bent 1 right: Moderate crack in first half of slab, just inside the edge
line.
Bent 2: Moderate-sized transverse crack - full-width.

sq. ft.

1130 - Cracking (RC and Other) 105 105

331 - Reinforced Concrete Bridge Railing 1- Ben. 184 184

Railing: 92' each side.

ft.
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