Note: Resrove Existirrg Corrcreve

o ew? ferre | S¥Ep

retaur ExisFirg Verdical Rerrr?
Steel/ Wher récessSorey cw? Aew

- ALD Yo ALOS =
. }‘-\‘gé;.
s

L g ’_9-!- /

/-3
’

, ClEorT

Rewr?® Sdtsel Ho Fit News

A <O

v .
£ Bituminous

Be=g. o Srolge

B Saf Seiadeiit ek ittty TTTo- il it i
' 1
o ,g* b 1 5 Pl /7407:f‘:18
! Pl i o b
» s ok B
] I - | ]
[ . £ Srioge Yy
1 I 1 1 i 1 ] !
M i L 1 1 1 - 1 1
k| Al
o -
rot 42 o2

co*afr Ratorr Ex/stirre Skeb)

=54

PLAN

ConstrucTorr.
SECTION A-A
Scale: F'=s"0"
Nimeer RC Slok =
! A R Slob cavel
7h/ % pordtiorr of Ex;.s")‘fﬁg’ et i o Exrs iy wer//
-ALO7 c2-As06 Curd 7o be remsrove b mmovggqc{
7 -
2= A &D2 ( :-‘—-)~ == cr——t-—-—1 7
. < y s . . *
; vy o A e~ \\t SN SN SN &z /, /Jr Ao/ g
~ & X
. 4 ———— 1 Jf.l._ =
ey _ —&-AdoZ
:l\f RSt fx;'-‘l‘:‘t'rrq < A““lz-‘zi. E'h
| 2 ASO05 — Shals & Girder Lavet BEWWYE 3
- — A4/3 fo Akl AT Fo |Adlie RS o
i &~ Av08 ___\c"-AJc)d 9
N_L S=A4IE u

oo of Exsstirrgy

wall (7o be reﬂ?avca')J Cut Lirre

| .

ELEVATION

e W

232

il | AR | wRks = me | eame Jren a0 emos wo] = | oo
RUE A =
& [amx.|g20-09.2¢3
208 o S0/ (% | 7o
AM2957 As8w7 O7's 25475
BAR LIST
A e P Prrr Berolirrg
Regd = A S Oror Diorgroms
AFO/ “ s-g7 | «to”| =97 2 a8
ALO2 & &= s7*r l I -
AHLO3Z 4 =7 =Fr-
Sie I
Aagoa | 4 g3 Eisa e
ALOS ] PR s7r ALOS
AdOG 4 oito* gt | 20" | 27
Ag07 | 12 ris" =7r /%
Agog | e £ s*- {,3\._
ALOF 27 =¥~ 2 A
A RO Il L2 s
AR 14 grez” | +=2"| - EX AFOe
Py 2 FLa" 5% [a— Y74
- LAl ‘
A#T 7o P 2-F 4o £ -
AL o rES L ST | Onmicr7S07S _ ore
o Fo ow? of bors
MNOTES:

DESIGN SPECICATIONS: AASHTO STANDARD SPECIFICA TIONS FOR HIGHWAY BRIDGES , 1977 EDITION,

WITH INTERIM SPECIFICATIONS .
LIVE LOAD: H20

METHOD OF DESIGN: SERVICE LOAD

ALL CONCRETE SHALL BE CLASS S WITH A MINIMUM 28 DAY COMPRESSIVE STRENGTH f'e = 3500 PSI.
ALL EXPOSED CORNERS TO BE CHAMFERED 3/4" UNLESS OTHERWISE NOTED .

ALL REINFORCING STEEL SHALL CONFORM TO ASTM A&IS OR AGIT, GRADE 60 (YIELD STRENGTH =

60,000 PSD.

BITUMINOUS FELT SHALL BE MEASURED AND PAID FOR AS CLASS S CONCRETE .

THE WORK CONTEMPLATED CONSISTS OF WIDENING THE EXISTING BRIDGE ONBOTH SIDES OF THE
ROADWAY , FOR REQUIREMENTS IN CONDUCTING THE WORK , SEE JOB SPECIAL PROMISION
*REMODELING EXI STING BRIDGE € AND MAINTENANCE OF TRAFFIC ™ ALL DIMENSIONS RELATING TO
EXISTING BRIDGE ARE TO BE VERIFIED IN THE FIELD AND THE CONTRACT OR SHALL BE RESPONSIBLE

FOR ADJUSTING THE WIDEN ING TO EXISTING STRUCTLRE .

DETAILS OF WIDENING ABUT NO. |
CADRON CREEK

CLEBURNE COUNTY

ROUTE 356 SEC. 2
ARKANSAS STATE HIGHWAY COMMISSION

CHECKED WY,
DEEGMED WY

BRIDGE NO. M2957

UTTLE mOCK,
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