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NOTES:

DESIGN SPECIFICATIONS: AASHTO STANDARD SPECIFICA TIONS FOR HIGHWAY BRIDGES, K77
EDITION, WITH INTERIM SPECIFICA TIONS .

UIVE LOAD: H20

METHOD OF DESIGN: SERVICE LOAD

ALL CONCRETE SHALL BE CLASS S WITH A MINIMUM 28 DAY COMPRESSIVE STRENGTH fle - 3500 PSI |

ALL EXPOSED CORMERS TO BE CHAMFERED 3/4" UNLESS OTHERWISE NOTED,
ALL REINFORCING STEEL SHALL CONFORM TO ASTM AGIS OR 4617, GRADE 60 (YIELD STRENGTH =

60,000 PSD.

BITUMINGOUS FELT SHALL BE MEASURED AND PAID FOR AS CLASS S CONCRETE,

THE WORK CONTEMPLATED CONSIST S OF WIDENING THE EXISTING BRIDGE ON BOTH SIDES OF THE
ROADWAY . FOR REQUIREMENTS IN CONDUCTING THE WORK , SEE JOB SPECIAL PROVE ION,
*REMODELING EXISTING BRIDGES AND MAINTENANC E OF TRAFFIC,® ALL DIMENSIONS RELATING TO
EXISTING BRIDGE ARE TO BE VERIFIED IN THE FIELD AND THE CONTRACTOR SHALL BE RESPONSIBLE
FOR ADJUSTING THE WIDENING TO EXISTING STRUCTURE .
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DETAILS OF WIDENING ABUT NO. 2
CADRON CREEK
CLEBURNE COUNTY
ROUTE 356 SEC. 2
ARKANSAS STATE HIGHWAY COMMISSION
MOCH, AR
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