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GENERAL NOTES

BENCH MARK: "o * CUT ON SE CORNER OF SE BRIDGE ABUTMENT 12" RT . OF STA, 209+89,
ELEV . 556.61,

FOOTINGS FOR INTERMEDIATE BENTS SHALL BE SET TO THE SAME ELEVATION AS EXISTING FOOTINGS AND
ON ROCK . FOUNDATIONS FOR FOOTINGS SHALL BE PREPARED IN ACCORDANCE WATH
ARTICLE 801,04 OF THE STANDARD SPECIFICATIONS , ALL CONCRETE SHALL BF POURED

It THE DRY . ALL EXPOSED CORMERS TO BE CHAMFERED 3/4 UNLESS OTHERWISE NOTED .
THE WORK CONTEMPLATED CONSISTS OF WIDENING THE EXISTING SRIDGE ON BOTH SIDES

OF THE ROADWAY , AND OVERLAYING THE EXISTING BRIDGE DECK WATH PORTLAND CEMENT
CONCRETE. FOR REQUIREMENTS IN CONDUCTING T HE WORK, SEE JOB SPECIAL PROVISION ,
"REMODELING EXISTING BRIDGE AND MAINTENANCE OF TRAFFIC®, AND “REPAIR AND OVERLAY
OF EXISTING CONCRETE BRIDGE FLOORS ,*

ALL DIMENSIONS RELATING TO EXISTING BRIDGE ARE TO BE VERIFIED IN THE FIELD AND THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING WAIDENING TO EXISTING STRUCTURE .

FOR DETAILS OF WIDENING ABUTMENTS AND INTERMEDIATE BENTS, SEE DWG . NOS . 25475 -
25477.

FOR DETAILS OF WIDENING SPANS , SEE DWG . NO . 25478 - 25480,

SPECIFICATIONS: ARKANSAS STATE HIGHWAY CONMNISSION STANDARD SPECIFICA TIONS FOR
HIGHWAY CONSTRUCTION, EDITION OF I978 AND APPLICABLE SPECIAL PROVISIONS ,

DESIGN SPECIFICATIONS: AASHTO STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGE s, 977
WITH INTERIM SPECIFICATIONS ,

LIVE LOAD: H20 (NEW CONSTRUCTION)

METHOD OF DESIGN: LOAD FACTOR (SUPERSTRUCTURE)
SERVICE LOAD (SUBSTRUCTURE)

UNIT STRESSES: fc = COMPRE SSIVE STRENGTH OF CLASS S OR SIAE) CONCRETE = 3500 PS)
fy = YIELD STRENGTH OF REINFORCING = 60,000 PSI
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