The name of the bridge as shown on the plans shall be placed on Lines 1-3 using 1/8" raised letters and numerals 1/8" high. Examples: HL-93

Place the name of the company awarded the construction contract here using 1/8" raised letters and numerals 1/8" high. Example: ARCO CONSTRUCTION, INC.

Place the Bridge number here using 1/8" raised letters and numerals 1/8" high. Examples: A1234, 05432

Examples:

1. HS20
2. ABCD CONSTRUCTION, INC.
3. 2001
4. Potomac River Relief

All lettering shall be plain gothic, square cut and not tapered. Alternate attachments may be used provided such attachments are submitted and approved before fabrication in begun.

Body of plate shall be 1/16" thick and shall include four tapering cone lugs 1" to 1 1/8" x 2" long. The border and all lettering shall be raised 1/8" above the face of plate and shall be polished.

Alternate attachments shall be cast bronze and shall meet the material requirements as specified in Section 812.

Name plates shall be cast bronze and shall include four tapering cone lugs 1" to 1 1/8" x 2" long. The border and all lettering shall be raised 1/8" above the face of plate and shall be polished.

Face of plate to be 1/2" thick and shall be polished. The border and all lettering shall be raised 1/8" above the face of plate and shall be polished.

The number of plates required and their location and name on the plate for each bridge shall be as designated on the plans.

Place the design live loading here using 1/8" raised letters and numerals 1/8" high. Example: HL-03

Place the name of the company awarded the construction contract here using 1/8" raised letters and numerals 1/8" high. Example: ARCO CONSTRUCTION, INC.

Place the Bridge number here using 1/8" raised letters and numerals 1/8" high. Examples: A1234, 05432